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osition 1

EDGE OF P.C.BOARD

RECOMMENDED P.C.B LAYOUT(TOP VIEW)
TOLERANCES: £0.05mm

MATERIAL:
INSULATOR:PBT+30% GLASS FIBER(UL94V-0).
CONTACT:BRASS.
CONTACT PLATING
Underplate: 40u” Min. Nickel
Contact Area: 1u"~30u” Selective Gold
Solder Tails Area: 80u” Min. Tin(Lead Free) or Gold Flash
SHELL:STEELN=40u" NICKEL or T=40u" Tin over 40u” Cu
X=1ST Cu:40u"~80u”". 2ND 40~80u"Nickel Plated
3RD 80~160u” TIN Plated
SPESIFICATION:
CURRENT RATE:5 AMPS
Contact Resistance:15 mohma Max
INSULATOR RESISTANCE:1000Mohms Min. AT 500V DC
DIELECTRIC STRENGTH:1000V AC/ Minute
OPERTION TEMPERATURE:-55C T0+105C
PART NO.

1.SERIES NO.
2.TYPE: A=Standard
3.GREEN OPTION:
E=RoHS(Bright)
4.CONTACT NUMBER:
15 26 44 62
5.CONTACT TYPE:
F=Female
6.CONTACT PLATING:
G=Gold Flash Over All
S=Gold Flash (Selective)
C=15u" Gold (Selective)
D=30u" Gold (Selective)
7.SHELL PLATING:
T=Tin Plated
8.PROCESS OPTION:
B=Rivet W/Boardlock
9.PARTS OPTION:
B=4#40 Thread Rivet
C=M3 thread rivet
10.PARTS DIMENSION
A=Non Accessories
11.INSULATOR COLOR:
3=Black
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