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MATERIAL:
INSULATOR:Thermal PlasticUL94V-0
) CONTACT:Copper Alloy
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PART NO.
L ) 205 AXXXXXXXBXX
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U U {J U I} 1. SERTES NO. 7. SHELL PLATING:
d 2.TYPE: A=Standard T=Tin Plated
S 3.GREEN OPTTION  : 8. PROCESS OPTTON:
o + E=RollS (Bright) B=Rivet W/Boardlock
Y 4. CONTACT NUMBER: 9. PARTS OPTTON:
J| [0 09 15 23 25 37 B=4#40 Thread Rivet
o o 5. CONTACT TYPE: 10. PARTS DIMENSTON
([a») +l (00] F=Female (PBT) A=Non Accessories
m <t 6. CONTACT AREA PLATING: B=Loose Hex-Screws (4. 8%11.8)
— S 0 4| (j’(‘fﬂd Flash ) . 11. TNSULATOR:
H ol S=Gold Flash (Selective) 3=Black
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RECOMMENDED P. C.B LAYOUT (TOP VIEW) - :
nner threa UNC 4840 :)
TOLERANCES: 0. 05mm D\C D For SIP
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POSTTION X | B C [ d D[ 4 E e o | thread For cmk/cpk

no. a
09 16. 33 | 25. 00 30. 8 03] 08.31 04] 11.08 B 4.8 1.8 [ =10 UNLESS OTHERWISE
15 24.80 | 33.30 | 39.2 | 06] 16.62 | 07] 19.39 D [58[i2.0f 490 SPECIFIED TOLERANCE
25 38.33|47.10 | 53.2 | 11] 30.47 | 12] 33.24 \_ Y, ANG. B
37 54.89] 63.50 | 69.4 | 17] 47.09] 1§ 49.86 0 103
.00 +0.25
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APPROVED // 205AXXXFXXBBXX
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