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MATERIALS:

INSULATOR:P.B.T.30%GLASS FIBER,UL94V—-0

CONTACT MATERIAL:BRASS OR PHOSPHOR
BRONZE,GOLD FLASH OVER NICKEL

ELECTRICAL:

CURRENT RATING:1AMP DC

INSULATION RESISTANCE:3000M MIN.

A10.30
CONTACT RESISTANCE:30n@ MAX.
DIELECTRIC WITHSTANDING:500V AC
OPERATING TEMPERATURE:—40'C~+105'C

‘ TERMINATED WITH 1.27mm PITCH FLAT RIBBON CABLE.
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1.SERIES NO. 7.PARTS OPTION
2.TYPE A=W/0 S.R.
A=Standard 8.B0ODY OPTION
3.GREEN OPTION: B=W/0 Bar
E=RoHS(Bright) 9.CONTACT TYPE
A+0.30 B 4.CONTACT NUMBER A=Standard
purd O 06~50 10.FILL IT WITH"0”
. 595 5.CONTACT TYPE
N . (o)) S
- : P=Non—Distribution 11.INSULATOR COLOR
© 6.CONTACT PLATING 3=Black
(T i S=Gold Flash (Selective)
E
7/
(14P~50P) f
e e i o §
@ — (06P) (08P) (10P) (12P)
DIMENSION

5.95

CONTACT | A B | CONTACT A B
06P 12.18|05.08 20P 29.96 | 22.86

—

08P 14.72|07.62 24P 35.04 | 27.94
10P 17.26]10.16 26P 37.58 [ 30.48

12P 19.80(12.70 30P 42.66 | 35.56
14P 22.34(15.24 34P 47.74 | 40.64
16P 24.88(17.78 40P 55.36(48.26
18P 27.42(20.32 50P 68.06 | 60.96

UNLESS OTHERWISE
SPECIFIED TOLERANCE

.0 +0.3
.00 +0.20
.000 +0.100

CHANT SINCERE CO.,LTD

SCALE: :
AS SHOWN [UNT: vy | TEL886-02-86471251 FAX:B86-02-86472062

DRAWN DRAWN NAME:
JOE  |05/12/09|70C. 'SOCKET—DUAL ROW
CHECKED / / |(PITCH:2.54mm)
APPROVED / / |PRODUCT NO- 304 AXXXPXABAOX
DESCRIPTION DATE @ PEaa[E [EWE 304AFXXPXABAOX(CE)
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