2 [ 3 [ 4 [ 5 6 7 [ 8 [ 9 10

MATERIALS:

INSULATOR:P. B. T. 30%GLASS FIBER, UL94V-0
CONTACT MATERIAL:BRASS OR PHOSPHOR BRONZE,
GOLD FLASH OVER NICKEL

o
o
© ELECTRICAL:
A CURRENT RATING:3AMP.
INSULATION RESISTANCE:5000M €2 MIN.
| | DIELECTRIC WITHSTANDING:1000VAC
o o OPERATING TEMPERATURE:-40°C~+105°C
00 N PART NO.
w| ® 306 AXXXXXBOOOX
b 1 23 4 5678 91011
1.SERIES NO. 8.FILL IT WITH "0”
2.TYPE
S A . 18.20 A=Standard 9.FILL IT WITH "0”
To) | 3.GREEN OPTION:
E=RoHS(Bright) 10.FILL IT WITH "0"
= OT———F 4 .CONTACT NUMBER:
1 L | 5.CONTAVT TYPE: 11.INSULATOR COLOR:
P=Brass 3=Black
15.80 6.CONTACT PLATING:
S=Gold Flash (Selective)
7.FUNCTION:
_ B=15.24mm
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2.54 SPECIFIED TOLERANCE
— .0 +0.3
RECOMMENDED P.C.B  LAYOUT 0, %20
TOLERANCES: +0.05mm - - CHANT SINCERFE CO.,LTD
SCALEEAS SHOWN [UN™ 1y | “TrLisa6—02-88471251 FAx:a86—02- 86472962
DRAWN PEARL 03/23/09 DRAWN NAME:
APPROVED / / |PROPUCT NO-306AXX XXXBOOOX
DESCRIPTION DATE D=+ [ pq[®p [ VME 306AFXXXXBO0OX(C6)
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