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SPECIFICATION
MATERIAL
POLES | DIM. E Insulator: 30% Glass fiber PBT
2 254 Contacts: Brass
. CONTACT PLATING
3 5.08 Underplate: 50u” Nickel
4 7.62 Contact area: 1u”’~30u” Selective Gold
5 10.16 Solder tails area: 100u” Tin Min.(Lead Free)
6 12.70 ELECTRICAL
7 15.24 Current rating: 3 Amp
8 17.78 Insulation Resistance : 5000M(Min. at DC 500V
3 20.32 Contact Resistance : 20mQMax. at DC 100mA
10 22.86 F[’);iei’;ric Voltage : AC 500V for one minute
1| 2549 307 AX XX MXBROLAXS3
12| 27.94 1 23 45678 9 101112
13 30.48 1.SERIES NO. 7.ROW TYPE:
14 33.02 (E+2.54-0.25)£0.35 2.TYPE: A=Standard B=Dual Row
, =\ | . 3.GREEN OPTION: 8.CONTACT OPTION:
15 | 35.56 CE> | |‘@ E=RoHS(Bright) R=Right Angle
16 38.10 AT 4.CONTACT NUMBER: 9.CONTACT LENGTH:
17 40.64 5.CONTACT TYPE: 01=01 TYPE
. @ M=Male(PBT) 10.CONTACT OPTION:
18 | 43.18 2:50 | 6.CONTACT AREA PLATING: A=Fully Loaded
19 45.72 T=Tin Plated 11.PACKAGE OPTION:
20 | 48.26 3 | G=Gold Flash B=Tube
: _' &) y D=Bag
21 50.80 — 12.INSULATOR COLOR:
22 | 53.34 S3=Black
25 | 5588 | | D -
24 | 58.42 —.00-—
25 60.96
26 63.50
27 66.04
28 | 68.58 . £ .
20 | 71.12 2.54 81.02
30 | 7366 o_c]> J>_ooooo
31 76.20
]—O O O O0OO0OO0OO0OO0OO0OO0
32 78.74 2.54
33 81.28
34 | 8382 RECOMMENDED P.C.B LAYOUT(TOP VIEW)
35 86.36 TOLERANCES: £0.1mm
36 88.90
37 91.44
38 93.98 OLD P/N:307AXXXXXBRAA3/307AXXXXXGRAA3
39 96.52 UNLESS OTHERWISE
20 99.06 SPECIFIED TOLERANCE
. +0.5
% i
— S CHANT SINCERE CO.,LTD
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