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SPECIFICATION
MATERIAL
Insulator: Thermal Plastic UL94V-0
Contacts: Brass
2.54*N0. OF POSITION +0.35 PER ROW o e Nickel
(2.54xNO. OF POSITION—1) +0.15 PER ROW) Contozt Ar‘eq: 1u"~30u” Selective Gold
PIN Solder Tails Area: 100u” Tin min.(Lead Free)
ELECTRICAL
Current Rating: 3 Amp
o d Contact Resistance: 20 mQMax. at DC 100mA
Q Insulation Resistance: 5000 MQMin. at DC 500V
10 Dielectric Voltage: AC 500V for one Minute
Temperature Range: —40°C To +105°C
PIN 1 PART NO.
307 AXXXXXBSO01XX3
1 23 456789 101112
1.SERIES NO. 7.ROW TYPE:
2.TYPE: A=Standard B=Dual Row
3.GREEN OPTION: 8.CONTACT OPTION:
E=RoHS(Bright) S=Straight
4.CONTACT NUMBER: 9.CONTACT LENGTH:
5 CONTACT TYPE: 10.CONTACT 'OPTION
M=Male(PBT) .co :
% R=Male(PABT) A=Fully Loaded
D) 6.CONTACT AREA PLATING: 11.PACKAGE OPTION:
b T=Tin Plated B=Tube
G=Gold Flash 1u” D=Bag
12.INSULATOR COLOR:
3=Black
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»1.02 OLD P/N: 307AXXXXXBSAX3/307AXXXXXGSAX3
RECOMMENDED P.C.B LAYOUT (TOP VIEW) SPECITIED TOLERANGE
TOLERANCES: £0.05mm ANG. o
s 3
— NIT: CHANT SINCERFE CO.,LTD
SCALE:“AS SHOWN | UNT: 1y 1y | T1:886-02-86471251 FAX:886-02-86472862
DRAWN DRAWN NAME:
PEARL |02/05/2016| 5|\ HEADER (PITCH: 2.54mm)
CHECKED DUAL ROW
APPROVED PRODUCT NO- 30 7AXXXXXBS0O1XX3
REV. DESCRIPTION DATE @3 |S'ZEA4|REV'H FILE NAME:  307AFXXMXBSO1XX3(P
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