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SPECIFICATION
MATERIAL
Insulator: Thermal Plastic UL94V—-0
Contacts: Brass
CONTACT PLATING
Underplate: 50u” Nickel
Contact Area: 1u”~30u” Selective Gold
Solder Tails Area: 100u” Tin Min.(Lead Free)
ELECTRICAL
2 54%*NO. OF POSITIONS Voltage Rating: 250 VAC Max.
. . Current Rating: 3 Amp
Contact Resistance: 10 mohms Max.
* _ . Insulation Resistance: 5000 Mohms Min @ 500 VDC
(2.54*(NO. OF POSITIONS—1)) /—Plﬂ 1 Dielectric Withstanding Voltage: 1000 VAC / Minute
Temperature Range: —55°C TO +105°C
Part no.
307 AXXXMXARDOIAX3
1 234 56789 101112
1.SERIES NO. 7.ROW TYPE:
2.TYPE: A=Standard A=Single Row
3.GREEN OPTION: 8.CONTACT OPTION:
E=RoHS(Bright) R=Right Angle
F=RoHS(Matte) 9.CONTACT LENGTH:
4.CONTACT NUMBER: 01=01 TYPE
e . - 5.CONTACT TYPE: 10.CONTACT OPTION:
M=Mc||e(PBT) A=Fu||y Loaded
6.CONTACT AREA PLATING: 11.PACKAGE OPTION:
I T=Tin Plated g:gz’;e
r',\)- G=Cold Flash 12.INSULATOR COLOR:
3=Black
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RECOMMENDED P.C.B LAYOUT (TOP VIEW)
TOLERANCES: £0.05mm OLD P/N:307AXXXXXARAA3
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