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Features:

Plastic: UL 94V-2 nylon 66
21 -7 o Pin: Tin—plated phosphor bronze,
* 0.25mm  thickness

— — > Mates with 312A(E100)Male housing
(9©©0) -

Specification:
= S S p
3.35- — [5.08

Current rating: 6.5A
> Voltage rating: 250V AC ( RM.S. )
Contact resistance: 10mQ  Max.

<—1 5,24-—> o Insulation resistance: 500MQ Min.
— 8.3 |— > Dielectric withstanding voltage: 1500V AC/minute
o Ambient temperature range: —40°C ~ 105°C
| 23.6 | 1.7——| P g
PART NO.
&- 311MAEO04FATEIRODS9
H H T 23 456789 101112
1.SERIES NO. 8.PITCH OPTION
372.76 12.45 2.TYPE D=DIP E1=5.08mm
3.GREEN OPTION 9.CONTACT OPTION
G:' E=RoHS R=Right Angle
H 4.CONTACT NO. 10.PROCESS OPTION
==y 04 0=Non Distribution
5.CONTACT TYPE 11.PACKAGE OPTION
3 4—>| |—— F=Female D=Bag
20.5 6.ROW TYPE 12.INSULATOR COLOR
A=Single Row 9=Transparency
7.CONTACT PLATING
<—20 5_> T=Tin Plated
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1 5 . 24 UNLESS OTHERWISE

SPECIFIED TOLERANCE

P. C. board hole dimensions S B
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SCALEEAS SHOWN [N 1y | TeL886—02-86471251 FAX:886—09-86472962
DRAWN PEARL 10/1 7/1 3 DRAWN NAME:
CHECKED / / WAFER Pitch 5.08mm
APPROVED / / |PRODUCT NO. 5 1 AFO4FATE1ROD9
DESCRIPTION DATE D= [FE a4 x1[™ WE  311AE04FATETRODI(W3)
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