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SPECIFICATION
Voltage rating : 250V AC/DC
Current rating : 7A AC/DC
23 5+0.3 Withstanding voltage : 1500v AC/minute
Insulation resistange 1000MQmMin
Temperature resistange : —25°C to + 85°C
| .
i Contact resistance : 20mQmax
]
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' Bass:Nylon ++UL 94V—2
21.6£0.25 Q’ty : 1000pcs./Bag
PART NO.
SIWAEOLFATEISODO
I 23 456789I0I2
I.SERIES NO. 8.PITCH OPTION
2.TYPE D=DIP E1=5.08MM
S 3.GREEN OPTION 9.CONTACT OPTION
d E=RoHS S=STRAIGHT
- 4.CONTACT NO. 10.PROCESS OPTION
0L 0=NON DISTRIBUTION
— — S5.CONTACT TYPE II.PACKAGE OPTION
I O | H . F=FEMALE D=BAG
6.ROW TYPE 12.INSULATOR COLOR
A=SINGLE Row 9=TRANSPARENCY
7.CONTACT PLATING
1.6:':0.05 T=TIN PLATED
5 08201 3.40%0.15
15.24+0.2
5.08%0.1
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SPECIFIED TOLERANCE
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DRAWN PEARL 03/14/2016 DRAWN NAME:
CHECKED WAFER Pltch 3.08mm
APPROVED FROPUCTINO. 311 AE04F ATE1S0OD9
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