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MATERIAL
Insulator : NYLON 66 + 30% Glass fiber
Pin 1\ Contact Pin : Brass
N $_ _$ SPECIFICATION
Current Rate : 3 AMP
Dielectric voltage : 1000V AC for one minute
Insulation Resistance 1000MQMin.
Contact Resistance : 20mQMax
Operation Temperature : —=25°C to + 125°C
PART NO.
. SWAE 0L MA XB3S_6DI_
590.6440.05 I 23 L567809I1012
. I.SERIES NO. 8.PITCH OPTION
R ~ . . - 2.TYPE A=DIP B3=2.5LMM
3.GREEN OPTION 9.CONTACT OPTION
E=ROHS S=STRAIGHT
4.CONTACT NO. 10.PROCESS OPTION
A 6=TYPE 6

5.CONTACT TYPE I.PACKAGE OPTION

o M=MALE D=Bac

™ 6.ROW TYPE 12.INSULATOR COLOR

— —+— 1.434+0.20 A=SINGLE Row I=WHITE

— (@) 7.CONTACT PLATING

N G=GOLD FLASH
d—

S=GoLD FLASH(SELECTIVE)
T=TIN PLATED

UNLESS OTHERWISE
SPECIFIED TOLERANCE

TOLERANCES: +0.05mm o s
For SIP e sssiom [0 1 | CHANT SINCERE CO.,LTD
DRAWN PEARL 03/07/201 6 DRAWN NAME:
CHECKED WAFER Pitch 2.54mm
APPROVED PRODUCT NO. 311AE 04MAXB386D1
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