Features:

o Material: UL 94V-2 nylon

——35.08 > Accepts 313A(E10X)Female terminal

o Mates with 312A(E100)Female housing

Mates with 311A(E1S1),311S(E1R1)Female header
Color: Nature

A Specification:
o Current rating: 7A Max.
> Voltage rating: 250V AC, DC
° Insulation resistance: 1000MQ Min.

7.6 o Dielectric withstanding voltage: 1500V AC/minute
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£ y . ( including temperature rise ) E
=
S12AEXXMAOQOEIT 00D
T 23 456789 101112
21.8 1.SERIES NO. 8.PITCH OPTION
] f . 2.TYPE A=Standard E1=5.08mm ]
‘ 3.GREEN OPTION 9.FILL IT WITH "0”
i 11.8 E=RoHS 10.PROCESS OPTION
— . 4.CONTACT NO. 0=NON Distribution
D 50 1 2 4 02-04 11.PACKAGE OPTION D
& 5.CONTACT TYPE D=Bag
? M=Male 12.INSULATOR COLOR
6.ROW TYPE 9=Transparency
A=Single Row
7.FILL IT WITH "0”
——n I R
1.5 5.2
. N NI R N ?
Dimensional Information ( mm )
POSITION| Dim. A | Dim. B ||POSITION| Dim. A | Dim. B ||POSITION| Dim. A | Dim. B
2 2.08 | 10.84 3 10.16 | 15.92 4 15.24 | 21.0 S O
.0 +0.40
.00 +0.25
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