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P.C.B. LAYOUT
TOLERANCES: £0.05mm

Note:

Specification:

1. Rated voltage and current: 1A at 250V AC minimum.

2,

N o

Dielectric withstanding voltage: 500V AC/1 minute
without breakdown.

Contact resistance: Before life test 30m ohm max,
After life tset 50m ohm max.

Insulation resistance: 1000M ohm min.
Insertion force: 35 Newtons maximum.
Extraction force: 10 Newtons minimum.

Solderability: Terminal shall be immersed in flux before text,
Then dip in molten solder for 510.5 sec. At 24515°C.

PART NO.

1.SERIES NO.

2.TYPE: A=Standard

3.GREEN OPITION.
E=RoHS

04

5.CONTACT TYPE:

P=FEMALE

4.CONTACT NUMBER:

6.CONTACT AREA PLATING:

S=Gold Flash (Selective)

H=A Type Reverse
8.SHEEL:

5=With Rearcover
9.ANGLE OPTION:

A=Right Angle (SPCC)
10.FUNCTION

0=Standard
17.INSULATOR COLOR

3=Black

=

Shell 1

Cu:40u”min. 80u” Min. Nickel Plated

Contact | 4

Contact area:0.8u” min. Gold Plated
over 40u”Nickel min.

Solder area:80u” min. Tin Plated
over 40u”Nickel min.

Housing | 1
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