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SPECIFICATION
MATERIAL
c Insulator: PPS & 40% Glase Fiber (UL 94V-0)
A Contacts: Phosphor Bronze
1.7 ELECTRICAL
. 3.81 Current rating: 1 Amp
Contact resistance: 30MQ MAX at Dc 100Ma
1.27 Insulation resistance: 1000MQ Min at Dc 500V
Dielectric withstanding voltage: AC 500V for 1 minute
D Temperature rating: —55°C TO +105°C
HHaa0440000000000— Part no.
— e &= 402 D X XXP XB0OOS
= = 1 23 456789 1011
== 3 == 1.SERIES NO. 8.TYPE OPTION:
=5 = 2.TYPE 0=Standard
m == © =5 D=S.M.T. Type 9.FILL IT WITH"0”
o == S == L 3.ENVIRONMENT PROTECTION
== == MATERIAL: Kol
£5 £5 FeRoNS 10.FILL IT WITH"O
= = 4.CONTACT NUMBER: 11.INSULATOR COLOR:
=5 == 5.CONTACT TYPE: 5=Brown
. = P=Non Distribution
6.CONTACT PLATING:
T=Tin/Lead

7.INSULATOR MATERIAL:

2 B=W/Polaizing Peg
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P.C.B LAYOUT
TOLERANCES: £0.05mm

o1 A+0.3/B+0.3/C+0.3|D+0.3[F+0.3|[F+0.3
20[15.24 [15.24[5.08 [5.08 [16.70[12.70

28(1/7.78117.7817.62 |7.62 |20.30[15.24
52117.78120.32|7.62 [10.16 |22.50|17.78
44122.86122.86[12.70 [12.70 |27.50{20.32
52125.40125.40115.24 |15.24 |31.10|22.86
68130.82150.82|20.52 |20.52 |38.30|27.94
84135.90135.90]25.4025.40 [45.50(33.02
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SECTION A-A SPECHIED TOLERANCE
- - ANG. +5°
0. $0.5
PR
— e CHANT SINCERFE CO.,LTD
SCALE AS SHOWN  |UNT: 1y 1y | 7iiag6-02-86471251 FAX:6B6—00-86472062
DRAWN DRAWN NAME:
PEARL 08/31/05|p ¢ 'SocKET—SMT TYPE
CHECKED / / |(PITCH:2.54mm)
APPROVED / PRODUCT N9 1 02DXXXPXB0005
DESCRIPTION DATE ‘@‘E"l‘ |SIZE Ad |REV.C FILE NAME: 402DEXXPXB0005(93)
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