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SPECIFICATION

1.Material:
Insulator: LCP, rated UL94V-0,color:black.
Solder temperature:260°C

—X= Contacts/Lock: Phosphor Bronze,
Tin 80u "MIN at Solder Tail, .
S Plating Goldflash on Contact Area.Over Nickle 50u”MIN.
S Shell: Stainless. T=0.20+0.01mm
Q Goldflash at Solger Tail,
@ 2.90 1.30 Over Nickel 50u”MIN.
1.85 17010 0.25 19-0.30+0.05 Link: Stainless.
Spring: SWP.
-Y- X E1TE"HIHH”B|TE”E”H”H1 ; ‘_I_d 'E”E"E"E”E”E”E”B' 'El Slider: LCP, rated UL94V-0,color:black.
m ] = 0 oo p Solder temperature:260°C
@ O 2.Electrical Characteristics:
] olblaldla o] Rated voltage : 500V(AC/DC).
0.50 0.80 Current rating : 1.0 A
L = = I Operating Temperature: —20°C~+60°C.
F 0 o o o [ Insulation resistance: 1000M ohms min. at 250VDC
! == =] ‘ Dielectric withstanding voltage:500 VAC/1minute.
p o le) l Contact resistance: 100m ohms max.
§ E all (Il 1o Mating cycle: 10000 cycles, spring is not breaking.
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§ g @ 1.SERIES NO. 7.SOLDER TAILS:
8 = = 412=SD CONNECTOR T=TIN
N [ 4 2.TYPE: B.APPLY TYPE
g 2 5 B D=SMT S3=Standard Type(Push)
3 g € 3.GREEN OPTION: 9.SHELL OPTION:
g 3 m H=RoHS+HF(Matte Plated) 8=Stainless
4.CONTACT NUMBER: 10.FILL IT WITH "0™
g : 3.05 = 5]—19 No distribut 11.PACKING TYPE:
> . / = == .H=No distribution A=TRAY
= ;GARD CENTER LINE (4-1.002005) £ CONTACT AREA PLATING: 15 INSULATOR COLOR:
g - HF--=----= S=1u" GOLD 3=Black
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UNLESS OTHERWISE
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ANG. +5°
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PIN DEFINE:
PIN# NAME DESCRIPTION PIN# NAME DESCRIPTION P1#
1 VsS3 GROUND 1 VDD1 SUPPLY VOLTAGE
2 DAT2 DATA LINE BIT2 12 D1- DIFFERENTIAL DATE 1- 19-0.70
3 DO+ DIFFERENTIAL DATE 0+ 13 | ck cLocK = 9—%
4 CD/DAT3| CARD DETECT/DATA LINE BIT3 14 D1+ DIFFERENTIAL DATE 1+ |
5 DO- DIFFERENTIAL DATE 0— 15 | vssz SUPPLY VOLTAGE GROUND |
6 CMD COMMAND/RESPONSE 16 Vss5 GROUND GND
7 cD CARD DETECT 17 DATO DATA LINE BITO
8 vss1 SUPPLY VOLTAGE GROUND 18 DATA DATA LINE BIT1 §
N 11.17
9 VsS4 GROUND 19 WP WRITE PROTECT 2048
10 | vop2 SUPPLY VOLTAGE(1.8V)
4-1.80
| | |
& oF29.
| 0F20.65 | 8
| |
| 29.65 | AL
RECOMMEENDER PCB LAYOUT
TOLERANCE UNLESS OTHERWISE IS +0.05
caro DETECT | 7F °—/|—° 8t | 7# —t - 8f
CARD OUT CARD INSERT
1 W PAD AREA
WRITE PROTECT | 19# I—O GND 19#0—/LO GND# m GND AREA
WRITE PROTECTED WRITE ENABLE
B8 NO COPPER AREA
UNLESS OTHERWISE
SPECIFIED TOLERANCE
OXC
0. +0.35
.0 +0.30
.00 +0.25
SCALE: UNIT: CHANT SINCERE CO.,LTD
AS SHOWN mm TEL:886—-02—-86471251 FAX:886—02—-86472962
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