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REAR VIEW

18.1

Follow RoHs Standard
l.Dielectric strength:AC 500V/1 minute.
2.Insulation resistance :100M or over.(DC 500V>
3.Contact resistance :30mN or less.
4.Extraction force :0.3~3Kg.

O.Rated voltage :
6.Rated current
Part No.
416A E
1 2
1.SERIES NO.

20 V
6 A

DCD020105B

416A=DC POWER JACK

2.GREEN OPTION.
E=RoHS

WASHER

6 1 | H59(COPPER ALLOY) [Ni  PLATED
TOP VIEW 5 | WASHER 1 | H59(COPPER ALLOY) [Ni  PLATED
4 | DIELECTRIC 1 | PBT
PCB Laviul 3 | TERMINAL 1105191 Ag  PLATED
C_TF1® 2 | SLEEVE 1_|C2680 Ag__ PLATED
1 [ PN 1 | H59(COPPER ALLOY) |Ag  PLATED
A D (=) LTR| PART NAME [QTY MATERIAL REMARK
SPECIFIED TOLERANCE
SCHEMATIC
0 ror 50 P35 Sy [ oy | AT STMCEEE O, TP
DRAWN PEARL 01/11/2017 DRAWN NAME:
CHECKED DC POWER \JACK
APPROVED PRODUCT NO. 416 AEDCD0201058
REV. DESCRIPTION DATE @ = 3% pq [ x3 [ VME 416AEDCD020105B(J11)
2 3 [ 5 3 7 [ 8 [ 9 [ 10




