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NOTES:

Rated Current:2.0AMP.

Contact Resistance:20mQ Max.
Withstand Voltage:500V AC/DC
Insulation Resistance:1000MQ) Min.
Operation Temperature:=40C to +105C
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Contact Material:Brass
m(l«aflo| o
Contact Plating:Au or Sn Over Ni
ala|lalla Insulator Material:PA9T+30%G.F UL94V-0 BK
PART NO.
Dual Numders 603 DX XX NXBRO1 X X3
1 23 45678 9 101112
1.SERIES NO. 7.ROW TYPE:
2.00xNo.of Positions£0.40 2.TYPE: B=Dual Row
D=SMT Type 8.CONTACT OPTION:
(2.00xNo.of Contacts/2-2.00£0.20) 3.GREEN OPTION: R=Right Angle
E=RoHS(Bright) 9.CONTACT LENGTH:
4.CONTACT NUMBER: 01=01 TYPE
2.0040.10 SQ 050)_ ~ ‘ 2.0040.15 Sond0 10.CONTACT OPTION:
= ~ 5.CONTACT TYPE: 0=W/0 PAD, W/O Peg
A A AAARAABAAAGEA RIS S A N=MALE(PAOT) 1=W/PAD, W/O Peg
S H 6.CONTACT PLATING: 11.PACKAGE OPTION:
W 2 -7 G=Gold Flash 1u” B=Tube
N I I I g S I e 6 g - I | C=Tape & Reel
= 12.INSULATOR COLOR:
S 3=Black
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Recommended P.C.B Layout (Top Side)
(PCB BOARD TOLERANCE0.05)
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UNLESS OTHERWISE
L_Jﬂ 08 | | SPECIFIED TOLERANCE
ANG. +3
.0 +0.40
.00 +0.25
soaE 0015 CHANT SINCERE CO.,LTD
* AS SHOWN * MM | TEL:BB6—02-86471251 FAX:886—02—86472962
DRAWN DRAWN NAME:
PEARL |02/05/14 Pin Header SMT Right Angle Type
CHECKED / / | Pitch=2.0mm
APPROVED / / PRODUCT NO. 603DXXXNXBRO1XX3
DESCRIPTION DATE D= [ pq [ x3[™E WE 603DFXXNXBROTXX3(WO1)
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