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MATERIAL
HOUSING : PABT UL94V-0
CONTACT : BRASS

2.00

2.20

7.2

SPECIFICATION
CURRENT : 1A
OPERATING TEMPERATURE : —55'C TO +105°C
CONTACTS/2x2.00+0.40 CONTACT RESISTANCE : 20 MILLIOHMS MAX
INSULATION RESISTANCE : 5000 MEGAOHMS MIN
. ((CONTACTS/2—1)x2.00£0.20 ) . DIELECTRIC STRENGTH : 1000 VAC MIN
2.0040.10) 0.50 SQ PART NO.
_603 D XXX RXBS010X3
/—PIN2 12 3 4567891011 12
AL AL AT Q, 1.SERIES NO. 7.ROW OPTION
2.TYPE: D=S.M.T. B=Dual Row(H=2.0mm)
3.GREEN OPTION: 8.CONTACT OPTION:
> E=RoHS S=Straight
| 4.CONTACT NUMBER: 9.CONTACT LENGTH:
02 ~ 80 01=01 TYPE
PIN 1 : 5.CONTACT TYPE: 10.CONTACT OPTION:
2.0 Pitch R=Male(PABT) 0=W/0 Pad,W/0 Post(Fully Loaded)
6.CONTACT AREA PLATING: 1=W/Pad,W/0 Post(Fully Loaded)
A T=Tin Plated 2=W/O Pad,W/Post(Fully Loaded)
————— 4 o e U= G=Gold Flash 3=W/Pad,W,/Post(Fully Loaded)
TE—BT a A n |—|:| [ 11.PACKAGE OPTION:
I | o UL ol B=Tube
\ ) H P e e D=Bag
9 Hin o 12.INSULATOR COLOR:
— i AN 3=Black
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- OLD P/N: 603DXXXPXBX0X3
(CONTACTS/2—2)x2.00 UNLESS OTHERWISE
! ! SPECIFIED TOLERANCE
RECOMMENDED P.C.B LAYOUT (TOP VIEW) ANG. +5
TOLERANCES: +0.05mm C___ D Forsp 0 o

(ZE:) For cmk/cpk SCALE: AS SHOWN UNIT: mm CHANT SINCERFE CO,LTD

TEL:886—-02—-86471251 FAX:886—02—-86472962
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