SPECIFICATION
MATERIAL
Insulatort Thermal plastic, rated UL94V-0
Contacts' Copper Alloy
Contacts tpyer SOLDER t%{ae

metal parts : stell with NI plating
Contacts plating

Underplater S0u’~100u’ Nickel

Contact arear 1u'~15u’ Gold

Solder talls arear 1u" Gold

General Data

standard/Regulationt M2 connector IEC 61076-2-101
coding: A-standard

Number of position4,5

AWG Singal finer 22

Current rating 4 Amps max

Insulation resistance: 100 Mohms min @ 500 VDC
Degree of protection IP 67

Temperature range: -20°C TO +85°C

(A—CODE) Mating cyclest 100 Insertions
Part no.
649AE XXXXSXXNXX3
12345678 9101112
LSERIES NO. 7.SOLDER TAILS AREA PLATING:
. %{%ﬁh&lﬁnzﬁrles S=1u’ GOLD
(6.90£0.20) (5—PIN) SCREEN LPTID BAPPLY TYPE:
E=RolS D3=panel mount Ml6
_ N=NI
05=5PINS
S.CONTACT TYPE: m'(l-:\E]z\I"gding
; (O-cove)  eMEmMp o
AIEE A 6CONTACT AREA PLATING: LLPACKING STYLE
S=iu’ GLD B=TAPE REEL
R=3u’ GOLD
C=15v" GOLD 12INSULATOR COLOR:
=lou 3=Black
(4—PIN)
6 NAEFUMIO7391B Epoxy—resin B PART Eopxy B part 1
5 NAEFUMIO7391A Epoxy —resin A PART Epoxy A part 1 : For SIP
4+ | M2649AE15SD3X1A M12 male 4,5 pin machine pin contact 2680 G/F Ni plating | 4, 5 (Ki:) For cmk/cpk
3 | M1649AERCPD1301A 0O-ring seal Slicane 1 UNLESS OTHERWISE
M4649AE32ND4003A front metal body for PG9 SPECIFIED TOLERANCE
2 | M4649AE32ND3003A front metal body for M16 steel with Ni plating ! aNG' ig% DXU
1 M1649AEO05MD23A1A M12 —5p!n Male front plust]c body PAG6 1 0 103
M1649AE04MD23A1A M12 —4pin Male front plastic body 00 102
No. P / N Parts Name Material Q'ty Remark [SCALE! AS SHOWN UNIT: mn TELE:CSFAQU,;ILSEIIE,;ICEFE)EBBEE;—%SE?E%E
DRAWN PEARL 12/05/2018 [DRAWN NANE:
HECKED M12-4,5pin male conn. panel mount
Solder type M16/PG9
APPROVED PRODUCT NO. GA9AEXXXXSXXNXX3
REV. DESCRIPTION M | = [V ¢ [LENE 649AEXXMXSDNXX3
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