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SPECIFICATION
MATERIAL
49.80 Insulator: PAG6, rated UL94V-0
Contocts: Copper Alloy
Contocts tpye: Solder Type
metal parts : stell with Ni plating
Contocts plating
Underplate: S0u’~100u’ Nickel
Contoct area: lu‘~15u’ gold
Solder tails areo: 100u’~200u’ Tin/Lead Free
General Data
standard/Regulation: M2 connector IEC 61076-2-101
32/ [ coding: A-standord
D”ﬁ A-A Nunbe?r‘ of positiont 4,5
AWG Singal line: 22
Current rating: 4 Amps max.
(D CODE) Insulation resistance: 100 Mohms min @ 500 VDC
Degree of protection: IP 67
15.00 Temperature range: -20°C TO +85°C
10.00 Mating cycles: 100 insertions
649 AF XXFXTDINXA 3
1 2345678 9100112
- -+ 1SERIES NO. 6.CONTACT AREA PLATING:
a 649-N12 circulor conn, Series S=1uw GOLD
D 2.A=Solder Type
e 3GREEN OPTION: 7.SOLDER TAILS AREA PLATING:
(3 PINS) (4 PINS) E=RoHS (Matte) N=100u’~200u’ Tin
4,CONTACT NUMBER: 8.APPLY TYPE:
04=4 PINS DI=CABLE END
05=5 PINS 9.SHELL PLATING:
S.CONTACT TYPE: N=100u’~200u" Ni PLATED
F=FEMALE 10.CODING:
A=A CODE
D=D CODE
11PACKING STYLE:
A=TRAY
12.INSULATOR COLOR:
=Black
4 [ S649IE00POOD1AA3 M2 Rear nut PAG6 1
3 [M1649AERCPD1303A| ©9.0mm coble seal ring NBR 1
:) For SIP UNLESS OTHERWISE
2 |M4649AE40NDIEOIA| M12 M/F Clamping ring Steﬁwﬁg NC T S:;EIFIED TDLERANCEt 5¢ DXD
| [ S649AF04STD1AA3 | _Mi2=4,5pin Female body PAG6.Copper | 1 @) For Cmk/Cpk 0.0' tls
S649AF0SSTDIAA3 | Solder type(Spin ATHERD alloy 0 i03
N o't : )
o. P/N Parts Name Ma terial y |Remark SCALE! as sHowN NI n TEL%-A@Q-T&MS%!P EFIEXEBBE-EE-%SE;]E%E
DRAWN Shian 12/15/2017 DRAWN NANE:!
CHECKED M12-4,5PIN Female connector Solder type
APPROVED PRODUCT NO. 649AF XXFXTDINXA3
REV. DESCRIPTION we | = TE gy [y [LEME 649AF XXFXTDINXA3
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