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Current Rating: 1 Amps
Insulator Resistance: 1000 Megohms min
Dielectric Withstanding: AC 500 V
Operating Temperature: — 40" ~ +85° C
2 440,15 Max Processing Temp: 230°C for 60 seconds
‘" Max Processing Temp: 260° C for 10 seconds
Contact Material: Copper Alloy
m Insulator Material: Polyester,UL 94V-0
Standard:L.C.P.
Finish: Gold Plated
Standard: Gold Flash all over
PART NO.
708 AA2 X XX X X100 3
1 2 34 5678910
1.SERIES NO. 7.ANGLE OPTION:
2.TYPE: 1=90°
AA2=Standard 8.FILL IT WITH "0”
S.ENVIRONMENT PROTECTION 9.FILL IT WITH "0”
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RECOMMENDED P.C.B LAYOUT UNLESS OTHERWISE
TOLERANCES: £0.05mm SPECIFIED TOLERANCE
+0.2
- - CHANT SINCERE CO.,LTD
SCALE: AS SHOWN | UNIT: mm | TFL:886-02-86471251 FAX:886—02—-86472962
DRAWN DRAWN NAME:
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/ / 1.27mm*1.27mm
APPROVED / / PRODUCT NO. 708AA2XXXXX1003
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