SPECIFICATION
MATERIAL

al 0 Insulator: Thermoplastic, rated UL94V-0
=S Contacts: Copper Alloy
22.50_3-93 9 A GOLD FINGER PLATING
* R S Underplate: 50u”~150u” Nickel
~0.70 Q.60 __ 070 _ Contact area: 3u” gold
ELECTRICAL
E ] Current rating: 0.5 Amps max.
8.75 Insulation resistance: 1000 Mohms min @ 500 VDC
8.05 = Dielectric withstanding voltage: 500 VAC / minute
5.625 0.90 £ Operating Temperature range: —25°C TO +85°C
* 0 Mating cycles: 10,000 insertions
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g = ™ e T e [ o 1 = 1.SERIES NO. 7.GOLD FINGER PLATING:
< 4-1.65+0.20 in il ] 461=Adapter Series N=3u” GOLD
- 99 0.00 1 — — | 2.S=Ultrasonic Type 8.APPLY TYPE:
. 3.GREEN OPTION: S1=Micro SD 4.0 to SD 4.0
ol ] 1lob 1.05 F=RoHS(Matte) 9.LABEL & LOGO OPTION:
o =\ g 1.05 i 4.CONTACT NUMBER: A0=W/0 Label Area,W/0 Logo
3 A 2.825 | 3.00 16=16 PINS 10.PACKING STYLE:
H 1.575 S5.CONTACT TYPE: 0=Tra 4Swi’rch Gray
N 3.475 2.225 P=Non=Distribution 11.INSULKTOR  COLOR:
4.275 3.025 6.CONTACT AREA PLATING: 3=Black
4.475 3.225 S=1u” GOLD (Selecﬁve)
5.275 4.025
5.925 4.675
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DRAWN  pEARL DRAWN NAME: (PDR-15013)
kTS 09/30/2015 " \jicro SD to SD Adapter
/ / (For UHS—II) FOR PRINT
APPROVED / / PRODUCT NO. 461SF16PSNS1A003
REV. DESCRIPTION paTE [ =[S aq [FEV- 4 [IE NAME: c_461SF16PSNS1A003(GA)
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