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H F SPECIFICATION
compliant MATERIAL AND FINISH:
13.10 1. INSULATOR: THERMOPLASTIC (PANTONE 300C), RATED UL94
10.00 2. CONTACTS: COPPER ALLOY
278 N PLATING: UNDERPLATE: 80u” NI
: i CONTACT AREA: 30u" PD-NI+2u" AU
Q000N nnn SOLDER TAILS AREA: 100~200u" MATTE SN
- \ ‘ ] /A\3. SHELL: SPCC OR BRASS, NI PLATED L
COXOC ELECTRICAL CHARACTERISTIC:
[ \ 1. CURRENT RATING:
| - 1.8 A (MAX) SHALL BE APPLIED TO VBUS PIN AND ITS CORRESPONDING GND PIN F
! 8 0.25 A (MIN) SHALL BE APPLIED TO ALL THE OTHER CONTACTS
| U - 2. CONTACT RESISTANCE: 30 mQ (MAX.) INTIAL FOR VBUS AND GND CONTACTS
50 mQ (MAX.) INTIAL FOR ALL OTHER CONTACTS
3. INSULATION RESISTANCE: 100 MQ MIN. @ 250 VDC L
: 4. DIELECTRIC WITHSTANDING VOLTAGE: 100 VAC / MINUTE
| 5. MATING CYCLES: 5,000 INSERTIONS
: = @ 1 =5 : =75 ’ ENVIRONMENT: :
(8] 1.5 1. OPERATING TEMPERATURE RANGE: -20°C TO +85°C
6.00
PACKING STYLE:
15.10 PACKING STYLE:
1. TAPE REEL L
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2100 = | S 2 | 53121020020 |377DHO9FZTSINOC2| BRASS | W/O COXOCLOGO
S : g 13/60 1 | 53121020010 |377DHO9FZTSINSC2|  SPCC W/COXOC LOGO
o 2:3.50 ‘ ITEM NEW P/N OLD P/N SHELL LOGO OPTION NOTE B
! UNLESS OTHERWISE
13.87 } SPECIFIED TOLERANCE C_Dsp
ANG.  5°
1502 RECOMMENDED PCB LAYOUT % §§;§8 GLS LXO. L
TOLERANCES: £0.05mm 00 3020
SCALE: AS SHOWN UNIT: mm CHANT SINCERE CO.,LTD
B6, G7 F ECN-2412089(FHE)NEW P/N 25DEC2024 DRAWN: HOLLY TU 25Dec 2024 [TITLE:
E ECN-2404111(JOLIN)NEW P/N 26APR2024 CHECKED: PEARL_HUNG 25 Dec 2024 USB 3.0 A(F) SMT A
D ECN-193027(VICKY) 11MAR2019 APPROVED: PEARL_HUNG 25Dec2024 [PARTNO. 5312102XXXX
ZONE REVISION DESCRIPTION DATE o — \S'ZE A4 SHEET g REV. CODE: G5 CUSTOMER:
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