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SPECIFICATION

MATERIAL AND FINISH:

1. INSULATOR: PA

2. CONTACTS: BRASS

3. OUTER CONTACTS: BRASS

4. SHELL PLATING: 120~240u" SN(LEAD FREE)

5. CONTACT PLATING
CONTACT AREA: 6u" SELECTIVE AU
SOLDER TAILS AREA: 80~160u" SN, MATTE(LEAD FREE)

ELECTRICAL CHARACTERISTIC:
1. IMPEDANCE, DIFFERENTIAL MODE: 100 Q DIFFERENTIAL SIGNALLING,
FOR ONE PAIR OR QUAD CABLE SHIELDED
2. FREQUENCY: DCTO 2.0 GHz
3. RETURN LOSS: 220 dB TO 1.0 GHz
217dBT0 2.0 GHz
4. INSERTION LOSS: <0.1dB @ 1.0 GHz
5. INSULATION RESISTANCE: > 1000MQ
6. SIGNAL CONTACT RESISTANCE: < 10mQ

MECHANICAL CHARACTERISTIC:

1. MATING CYCLES: > 25 CYCLES

2. ENGAGEMENT FORCE: < 30N

3. DISENGAGEMENT FORCE: 2 5N

4. RETENTION FORCE LATCH: > 110N
5. CODING EFFICIENCY: > 80N

ENVIRONMENT:
1. OPERATING TEMPERATURE RANGE: -40°C TO +105°C

PACKING STYLE:
1. REEL+CAP
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