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RoHS SPECIFICATION
compliant MATERIAL AND FINISH:
1. INSULATOR: THERMOSETTING POLYMER, BLACK
2. CONTACT: COPPER ALLOY
S PLATING: UNDERPLATE: 50u"MIN. NI
& CONTACT AREA: 30u" AU
, 3, SHELL: COPPER ALLOY, 50u"MIN. NI
— X 4. 0-RING: SILICON RUBBER
=
: &u%\ ELECTRICAL CHARACTERISTIC:
'@ﬁ[ / 1. OPERATION VOLTAGE: 48 V AC(RMS)
Vs 2. CURRENT RATING: 0.5 A MAX.
= 3, CONTACT RESISTANCE: 5 mQ MAX.
4. INSULATION RESISTANCE: 100 MQ MIN @ 500 VDC
5. DIELECTRIC WITHSTANDING VOLTAGE: 500 VAC / MINUTE
$14.00
A M12x1.0 ENVIRONMENT:
A 1. TEMPERATURE RANGE: -25°C TO +85°C
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SCALE: AS SHOWN N CHANT SINCERE CO.,LTD
C ECN-2504034(KIRA)NEW P/N 10APR2025 : KEVIN_ZHENG 15 Apr 2025 [TITLE: PDR-18048
(KRA) DRAWN = il M12 X-CODE 8PIN FEMALE PCB SIDE
B ECN-198056(VICKY) ADD NOTE 23AUG2019 CHECKED:  PEARL_HUNG 15 Apr 2025 STAND-OFF 0.5mm PEG 2.5mm
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