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SPECIFICATION

MATERIAL

Insulator: Thermal plastic, rated UL94V—-0
Contacts: Copper Alloy

Contacts tpye: dip type

metal parts : copper with Ni plating
Contacts plating

Underplate: 50u" MIN. Nickel
Contact area: 1u" Gold
Solder tails area: 1u" Gold
General Data
standard /Requlation: M12 connector IEC 61076—2—-101
O—Ri coding: A—standard
In Number of position:4,5
Current rating: 4 Amps max.
M12*1.0 Insulation resistance: 100 Mohms min @ 500 VDC
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1.SERIES NO. 7.SOLDER TAILS AREA PLATING:
649=M12 series S=1u" GOLD
2.E=Upright type 8.APPLY TYPE:

3.GREEN "OPTION: .
E—RoHS 9.SHELL PLATING:

4.CONTACT NUMBER:

A=A Coding
05=5PINS
5.CONTACT TYPE: 11.PACKING STYLE:

ONTACT. A=TRAY
6.CONTACT AREA PLATING: ' 2INSULATOR COLOR:

8.90t8288 Epoxy S=1u" GOLD

A-Code(4pin) A-Code(5pin)
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PCB LAYOUT
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M12 A Code 4&5PIN Male
CHECKED / / fromt _mount Dip Type
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