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SIZE

6~30         

UNIT:

A4

 

TEL:886-02-86471251        FAX:886-02-86472962

Title:

Part NO.

30~120       

REV.

mm

DRAWN

SCALE: AS SHOWN

APPROVED

CHANT SINCERE CO.,LTD

0.5~6        

  UNLESS OTHERWISE

1/1

0.05

Customer:

0.10

Code:

CHECKED

ANG.         

SPECIFIED TOLERANCE

11.PACKING STYLE:

  

  3=Black

1.SERIES NO.

T

  04=4 PINS(NBR)

3 

9.SHELL type:

 1     2  3    4     5    6   7    8     9  10    11    12

  0=W/O Logo

  

12.INSULATOR COLOR: 
  D=Bag

  B=10u" GOLD 

  K=Type2 D-coding

  F=RoHS (Matte)  

  

3.GREEN OPTION:

7.SOLDER TAILS AREA PLATING:
2.I=IDC Type
  649=WATER PROOF CONNECTION

D1

5.CONTACT TYPE:
  F4=4 PINS(FKM) 10.Type:

  M=MALE

X

4.CONTACT NUMBER/O-ring Material:

  K

  T=TIN

D

  D1=Cable End 180°  

  D=30u" GOLD

 

8.APPLY TYPE:

6.CONTACT AREA PLATING: 

649  I  F  X4  M  X  

SPECIFICATION
MATERIAL
Insulator: Thermoplastic, rated UL94V-0 
Contacts: Phosphor Bronze  
Shell: Brass&Zinc Alloy&Phosphor Bronze
CONTACT PLATING
Underplate: 50u"~150u" Nickel
Contact area: 10u"or 30u" Selective gold
Solder tails area: 80u"~200u" Tin   
ELECTRICAL
Operation voltage: 50 V
Current rating: 0.5 Amps max.
Contact resistance: 5 mohms initial
Insulation resistance: 1000 Mohms min @ 500 VDC
Dielectric withstanding voltage: 500 VAC / minute
Temperature range: -40°C TO +90°C
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1

2

For SIP

For CmK/CpkST

noitpircseDnoisiveRenoZ Date

M12 D-Code screw type
with out cable

C-649IFX4MXTD1XKD3 

Joe_Liu 29/03/2021

X1

Logo
See Part NO. number 9

 54.5 

 1
7.

30
 

1

2

Coxoc Part No

1

1

S649IFX4M00D1073 

S649IFX4MXTD1X63 

IQTY


