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WIRING DIAGRAM
M12X-CODE(P1) RJ 45(P2)
&SPECIFICATION —_—
NOTE: 1 1 WHITE/ORANGE
T. CABLE ASSEMBLY MUST BE RoHS COMPLIANT PAIR _I:
2. CABLE MUST BE OPEN, SHORT, MISWIRE 100% TEST 2 2 ORANGE
ELECTRICAL CHARACTERISTIC: 3 3 WHIITE/GREEN
1. VOLTAGE: 300V DC PAIR {
2. CONTACT RESISTENCE: 5 Q MAX. 6 6 GREEN
3. INSULATION RESISTENCE:2M Q MIN.
7 7 WHITE/BROWN
10 |CABLE CAT 6A 26 AWG JACKET: TPU JACKET, LIGHT GREEN OD: 6.2 PAIR ~|:
9 |CABLE HOLDER BRASS (C3604-EH) 50u" MIN. NI 8 8 BROWN
8 [NUT BRASS (C3600-EH) 50u"~100u" NI 5 5 WHITE/BLUE
7 |BOTTOM HOLDER ZINC ALLOY 50u" MIN. NI PAIR ~|:
4 4 BLUE
6 Ei",\/"é\fERf\?EUTP“NG NUT BRASS(C3604-EH)
- SHELL SHELL
5 |@14.9 mm O-RING SEAL SILLICON RUBBER UL94V-0 NBR
4 |@6.4 mm O-RING SEAL SILICON RUBBER UL94V-0 2
3 |FRONT BODY M12: PA66(GF25%) UL94V-0 1 | 1490501001X |CWO908EADAALE33C X
RJ45: POLYCARBONATE, RATED UL 94V-0 TEM|  NEWP/N OLD P/N CODE NOTE
- X-CODE: . " UNLESS OTHERWISE
2 |conTAcT M12: X-CODE:BRASS(C3604-EH) 15u” AU SPECIFIED TOLERANCE C_ DOse
RJ45: PHOSPHOR BRONZE SU 50u anG. 15 U/\,DE
L |connecTon M12: X-CODE FEMALE CONNECTOR 4 ig;gg @)Egﬁ‘
RJ45: 8P8C CONNECTOR 0 0. c SINCERE CO.
ITEM PART DESCRIPTION SCALE: 11 UNIT: o HANT SINCERE CO..LTD
D ECN-2401036(JOLIN)NEW P/N 10JAN2023 DRAWN:  KEVIN_ZHENG 26Feb2024 |TITLE: PDR-
M12 X-CODE FEMALE PANEL MOUNT
G5 C ECN-186029(TOPHER)& 20JUN2018 CHECKED: PEARL_HUNG 26 Feb 2024 TO RJ CABLE OD 6.2
E4 B ECN-184046(CHERRY_H)& 18APR2018 APPROVED: PEARL_HUNG 26Feb2024 |PARTNO. 1490501001
ZONE REVISION DESCRIPTION DATE @ = [S7E ng [HEET 1 REV- CODE: g CUSTOMER:
1 2 [ 3 [ 4 5 [ 6 7 8 9 10




