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PART NO:
412 DH19HSTFI 80CX
S 1 23 456789101112
% 1.SERIES NO. 7.SOLDER TAILS:
3.00 d 412=SD CONNECTOR T=TIN
= _| 005 2.TYPE: 8.APPLY TYPE=F1 TYPE
D=SMT 9.SHELL OPTION:
5 3.GREEN OPTION: 8=Stainless
i H=RoHS+HF(Matte Plated) T0.FILL IT WITH "0™:
3 4.CONTACT NUMBER: 11.PACKING TYPE:
I oo 19 C=TAPE & REEL
] 5.H=No distribution 12.INSULATOR COLOR:
o = 6.CONTACT AREA PLATING: 3=Black
R = S=1u” GOLD C=Black+Logo
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J SPECIFIED TOLERANCE
27.75 -
| % LXC
XE0. X't2.5°
YZZA PAD AREA XTL9,
RECOMMEENDER PCB LAYOUT " © 0 s KX£0.25 XXE1.5
’ : UNIT: CHANT SINCERE CO.,LTD
TOLERANCE UNLESS OTHERWISE IS +0.05 (NO Trace&Vio&GND) [S“ALE:  AS sHOWN MM | £ 886-02-86471251 FAX:886—02-86472962
DRAWN Pearl ZW/OZ/ZOZZTMEZ
- SD 7.0 NO PUSH CONN.
CHECKED Ritq 22/02/2022) (E) 1/2
APPROVED Rjtq 22,/02 /2022 NO- 419pH19HSTF180CX
Zone Revision DESCRIPTION DATE @ %‘S‘ZE s REV- x2 [F09% o3 Cusfomer:
1 2 3 4 5 6 7 \ 8 \ 9 10
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2.10£0.15
24.00£0.10 1.40£0.15 SPECIFICATION
_ 1 1.Material:
1112113141151 Te ] P21# 1.1 Housing&sSlide: LCP S475 Black, UL94V-0.
/ Solder temperature: 260°C
ﬂ i s I péhshhAaAAAEAEARE 1.2 Contacts: €5210 T=0.15mm
o] (13 14 (1117 - = D oo o b Tin 100u”MIN at Solder Tail, i
,@ 0 Plating 1u” on Contact Area.Over Nickle 50u MIN.
= } : o mlHlo|f|olHlo [Fs— 1.3 Shell: SUS304 T=0.20mm,Over Nickel 50u”MIN.
= L
§ H T = = 2.Electrical Characteristics:
E e rys ey el Rated voltage : 500V(AC/DC).
> H Current rating : 1.0 A.
e e © Operating Temperature: —40°C~+85°C.
= H = Insulation resistance: 1000M ohms min. at 250VDC
©o0o0o0o0o0o0 O © Dielectric withstanding voltage: 500 VAC/1minute.
% A Contact resistance: 100m ohms max.
Insertion Force: 40N Max.
|= Pulling Force: 0.5N~40N.
o SD7.0 NO PUSH CARD CONN. Mating cycle: 10000 cycles, spring is not breaking.
SD Express CARD 3.Recommending A metal more than 0.15mm thick.
Pleaee confirm solderadility,
PIN DEFINE: If use A metal mask less than 0.15mm thick.
PIN# | NAME DESCRIPTION gﬁgi PIN# NAME DESCRIPTION gﬁgi
1 VSS3 Supply voltage ground 10 12 VDD Supply voltage 4
2 / Reserved Re 13 PCle_Rx— | / 15
3 |DAT2 Data Line(Bit 2) g 14 CLK Clock 5
4 |PCle_Tx+| / M 15 PCle_Rx+ | / 16
5 |CD/DAT3 |Card Detect/Data Line(Bit 3) | 1 16 VSS2 Supply voltage ground 6
6 |PCle_Tx—| / 12 17 VSS5 Supply voltage ground 17
7 | CMD Command/Response 2 18 DATO Data Line(Bit 0) 7
B# D—/I—o 9% | B# o—/‘——o o# 8 | CD Card Detect 3 19 DATI Data Line(Bit 1) 8
CARD DETECT
CARD oUT CARD INSERT 9 | vsst Supply voltage ground 3 20 | vob3 Supply voltage(1 2v)-Tan® | 1g
WRITE PROTECT 21#’:,_/ oo | 214 + oND 10 | VSs4 Supply voltage ground 13 21 WP Write protect
WRITE PROTECTED WRITE ENABLE 11 | vob2 Supply voltage (1.8V) 14 :) For SIP
UNLESS OTHERWISE
SPECIFIED TOLERANCE
X.£0.35 X.+5°
X£0.30 X'+2.5° DXD
SD7.0 NO PUSH CONN.(#L) XX£0.25 XxH15
: UNIT: CHANT SINCERE CO.,LTD
SCALE: s sHowN mm TEL:886—02-86471251 FAX:886—02—86472962
DRAWN Pearl ZW/OZ/ZOZZTMEZ
CHECKED Ritq 22,/02,/202 SD 7.0 NO PUSH CONN.(fiit) 272
APPROVED Rjtq 22,/02 /2022 NO- 419pH19HSTF180CX
Zone Revision DESCRIPTION DATE @ G‘S\ZE s REV. X2 Code: J03 Customer:
1 2 3 4 5 6 7 \ 8 \ 9 10




