PART NO:

1.SERIES NO. 7.SOLDER TAILS:
412=SD CONNECTOR T=TIN
= = [Z]o.10]7] 2.TYPE: 8.APPLY TYPE=F3 TYPE
R D=SMT 9.SHELL OPTION:
3.GREEN OPTION: 8=Stainless
H=RoHS+HF(Matte Plated) 10.FILL IT WITH "0":
D/C: Y WWD 4.CONTACT NUMBER: 11.PACKING TYPE:
) 19 C=TAPE & REEL
HILF = 5.H=No distribution 12.INSULATOR COLOR:
B ~ 6.CONTACT AREA PLATING: 3=Black
FRE 2 S=1u” GOLD C=Black+Logo
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: UNIT: CHANT SINCERE CO.,LTD
SCALE AS SHOWN mm TEL:886—02-86471251 FAX:886—-02—-86472962
DRAWN  Sunny_Liu | 18/10/2021" "
CHECKED  Ppegrl 18/10/2021 SD 7.0 PUSH CONN.(#F) 1 /2
APPROVED  Pegrl 18/10/20217" O 412DH19HSTF380CX
Zone Revision DESCRIPTION DATE _@_ _E_F\ZE Ad REV. X1 Code: Jo3 Customer:
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2.1040.15
24.00+0.10 ) 1.40+0.15 P1# P21 SPECIFICATION
i . | \ 1.Material: .
e AAAARARARAAEAAAAAAS 1.1 Housing&Slide: LCP S475 Black, UL94V—0.
| | | :;-Q 0o o o o © Solder temperature:260°C
112 1516 B m 1.2 Contacts: €5210 T=0.15mm
E["]E EDDE — okl L Tin 100u”MIN at Solder Tail, 5 i
oo 9] 9] Y] M Plating 1u” on Contact Area.Over Nickle 50u"MIN.
o D . 0 0 m 0 0 O il 1.3 Shell: SUS304 T=0.20mm,
S i | Gold Flash at Solder Tail,Over Nickel 50u”MIN.
% |E| O o ] 1.4 Spring:Jean steel wire SWP—B ©0.27mm F
C oo = 1.5 Link: SUS304—H ¢0.36mm
oo ooooo oH . . .
o 2.Electrical Characteristics:
1) Rated voltage : 500V(AC/DC). m
Current rating : 1.0 A.
—s e Operating Temperature: —40°C~+85°C.
Ej F Insulation resistance: 1000M ohms min. at 250VDC
/ u Dielectric withstanding voltage:500 VAC/1minute. E
Contact resistance: 100m ohms max.
SD Express CARD SD7.0 PUSH CARD CONN. Insertion Force: 40N Max.
Pulling Force: 0.5N~40N. —
Mating cycle: 5000 cycles, spring is not breaking.
3.Recommending A metal more than 0.15mm thick.
Pleaee confirm solderadility,If use A metal mask
PIN DEFINE: ’ D
less than 0.15mm thick.
PIN#| NAME DESCRIPTION gﬁgg PIN# [ NAME DESCRIPTION gﬁsg
1 |VvsSs3 Supply voltage ground 10 12 | vDD Supply voltage 4
2 / Reserved Re 13 | PCle_Rx—| / 15 ]
3 | DAT2 Data Line(Bit 2) 9 14 CLK Clock 5
4 |PCle_Tx+| / 1 15 | PCle_Rx+| / 16
5 |CD/DAT3 | Card Detect/Data Line(Bit 3)| 1 16 | vss2 Supply voltage ground 6 c
6 |PCle_Tx—| / 12 17 VSS5 Supply voltage ground 17
7 | cMD Command/Response 2 18 DATO Data Line(Bit 0) 7 ||
CARD DETECT s# o—/ L o of | s# ——t o off 8 | cD Card Detect 3 19 | DAT1 Data Line(Bit 1) 8
CARD out CARD INSERT 9 | vssi Supply voltage ground 3 20 | vDD3 Supply voItage(1.2V)—TBD(z) 18
WRiTe proTECH 214 D_/l_o ono| 214 aND 10 | VSS4 Supply voltage ground 13 21 WP\ Write protect :) For SIP B
WRITE PROTECTED WRITE ENABLE 11| vDD2 | Supply voltage (1.8V) 14 | SPEUCN‘%‘EESDS T%TLHE%FZ\%‘CSEE
Xxt030  ANGULAR DXD
X.XX£0.20 —
XX00(£0.10
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