(1000£30)

“_\g@ @L @ym

P1 P2
(RED) 1 1
(WHITE) 2 2
(GREEN) 3 H 3

ELECTRICAL PROPERTIES (BLACK) 4 4

1. 100% OPEN SHORT MIS-WIRE TEST SHELL SHELL

2. CONTACT RESISTANCE 3 OHM MAX BRAID
3. INSULATION RESISTANCE 10 MEGA OHM MIN

4. HIPOT TEST DC 300V 10MS

(® |PVC 45P Hfn 126
@ |USB A/M G/F HB 2PCS
@® |UL2725 #28/1P+#24/2C+AEB(AL) OD:4.5 BLACK. 1PCS
NO. DESCRIPTION QTY

C8 07 8 3 B11 E 1MO

SERIES NO. — —I_—LENGTH NO. C__)For SIP
C8=USB TYPE 1MO=1000mm
CONNECTOR OPTION GREEN OPTION: UNLESS OTHERWISE
07=USB(2.0),/USB(2.0) E=RoHS SPECIFIED TOLERANCE
CONNECTOR TYPE —— TYPE. s Do
8=AM/AM CABLE COLOR CHANT SINCERE CO,LTD
3=BLACK SCALE! A sHOWN ~ UNIT' -y TEL'886-02-86471251 FAX1886-02-86472962
DRAWN PEARL 02/11/2019 DRAWN NANE:
CHECKED USB AM/AM
APPROVED PRODUCT NO: C80783B11E1MO
REV. DESCRIPTION wate [ = ae FEV'a FIE NavE CB0783B11E1MO(2)
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