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ZONE REVISION DESCRIPTION DATE

5 M8 A-CODE 4PIN FEMALE CONN. PA66, UL94V-0, CONTACT BRASS 1u"GOLD

4 M8 4PIN MOLDING COVER & INSERT MOLDING COVER: TPE / INSERT: ABS

3 CABLE S/FTP CAT.7A, 4P AIR 26 AWG PATCH PVC JACKET, OD5.4mm, BLACK

2 M12 RUBBER-BOOT SILICON RUBBER 70 DEGREE

1 M12 X-CODE 8PIN MALE CONN. PA66 UL94V-0, ZINCALLOY 50u"~100u"NICKEL, CONTACT BRASS 15u"GOLD

ITEM PART DESCRIPTION

M12 M8
TX+ 1 1 WHITE
TX- 2 2 ORANGE

REX+ 3 3 WHITE
REX- 4 4 GREEN
NC 5 5
NC 6 6
NC 7 7
NC 8 8
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PART NO.

CUSTOMER:

TEL:+886-2-8647-1251           WWW.COXOC.COM.TW

CHANT SINCERE CO.,LTD

CW0J84GADB01E15M

M12 8PIN MALE TO M8 4PIN 
FEMALE(IP67)CABLE

GC

DRAWN:

CODE:SHEET
1/2

mmUNIT:

REV.
A4

SIZE
C

SPECIFICATION
MATERIALS AND FINISH:
1.INSULATOR: PA66(GF25%)UL94V-0
2.CONTACTS: C3604
   CONTACT PLATING: 50u"~100u" NICKEL
   PLATING AREA: M8 A-CODE 1u"PLATED GOLD 
                               M12 X-CODE 15u"PLATED GOLD
   SOLDER TAILS AREA: 100u"~200u" TIN (LEAD FREE)
3.SHELL: C3604 
   SHELL PLATING: 50u"~100u"NICKEL
ELECTRICAL:
1.OPERATION VOLTAGE: 30 V
2.CURRENT RATING: 3 A
3.CONTACT RESISTANCE: 0.5 ΩMAX.
MECHANICAL:
1.DURABILITY: 25CYCLES
2.OPERATING TEMPERATURE RANGE: -25°C TO +85°C
3.IP RATING: IP67   

RoHS
compliant

  1      2      3         4    5   6      7      8     9 

PART  NO.
 

CW   0J    84    G   A   D   B01    E   15M  

6. AWG:
    D=26 AWG
7. TYPE
8. GREEN OPTION:
    E=RoHS
9. LENGTH:
    15M=15000mm

1. SERIES NO.  
    CW=WATERPROOF CONNECTION
2. 0J=M12 180 MALE/
          M8 180 FEMALE
3. CONTACT NUMBER: 
    84=08/04       
4. CODE:
     G=X CODE/A CODE
5. WATER PROOF:
     A=IP67
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