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SPECIFICATION

MATERIAL AND FINISH:

1.CODING HOUSING: PBT, COLOR BLUE

2.TPA:PBT,COLOR-BLUE

3.INNER:PA

4. TERMINAL:BRASS ,6u" Gold, 50~150u" Ni

5.CLIP:BRASS,50~150u" Ni

6.SHELL:PHOSPHOR BRONZE,60~120u" TIN,
50~150u" Ni

7.CAP: PBT

8.GROMMET SEAL:SILICONE RUBBER

MECHANICAL:

1.CONNECTOR INSERTION FORCE: < 45N
2.CONNECTOR WITHDRAWAR FORCE: > 5N
3.MATING CYCLES: = 25 CYCLES
4.RETENTION FORCE LATCH: > 110N

ELECTRICAL CHARACTERISTIC:

1. CHARACTERISTIC IMPEDANCE: 50 Q

2. FINISHED CABLE 100% CONDUCTIVITY TEST
3.FREQUENCY: 9 GHz

4. INSULATION RESISTANCE: > 100 MQ

ENVIRONMENT:
1. OPERATING TEMPERATURE RANGE: -40°C TO +105°C

PACKING STYLE:
1. BAG

NOTE:
ALL MATERIALS MUST BE USCAR-17,USCAR-18,USCAR-49 AND EIA-364
COMPLIANT; SUPPORTING DOCUMENTATION MUST BE MADE AVAILABLE ON

REQUEST
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2 RTK 031 CABLE

COAXIAL CABLE,22AWGx1C, OD: 3.2mm,PVC BLACK

A/R

1 | MINI FAKRA A 2X2 PLUG (WATERPROOF)

THERMOPLASTIC UL94V-0, 6" GOLD, SILICONE RUBBER

ITEM DESCRIPTION MATERIAL

Q'TY
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WATERPROOF

ITEM

NEW P/N

OLD P/N

COUPLING NOSE DIRECTION

NOTE

UNLESS OTHERWISE
SPECIFIED TOLERANCE
ANG. *5
0. +0.50
.0 +0.30
.00 +0.20

SCALE:

AS SHOWN

UNIT:

mm

oxoc

CHANT SINCERE CO.,LTD

DRAWN: KEVIN

12SET2023

CHECKED:

TITLE:

MINI FAKRA A 2X2 PLUG CABLE(WATERPROOF)

X1

12SET2023

APPROVED:

PART NO.

14221010012 C

ZONE REVISION

DESCRIPTION
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