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WIRING DIAGRAM
SPECIFICATION PINI— PIN1
ELECTRICAL: PIN2— PIN2
1. FINISHED CABLE 100% CONDUCTIVITY TEST PIN3 — PIN3
2. CHARACTERISTIC IMPEDANCE: 50 Q PINE — PIN4
3. INSULATION RESISTANCE: > 100 MQ
PART NO. LENGTH(L)
ENVIRONMENTAL: 1000 +30mm
1. TEMPERATURE RANGE: -40°C TO +105°C =
PART NO.
UNLESS OTHERWISE
SPECIFIED TOLERANCE C) sip
OXO
0. +0.50 @) cmK
.0 +0.30 Cpk
.00 +0.20
3 |MINI FAKRA QUAD B PLUG |THERMOPLASTIC UL94V-0, GOLD PLATING 1 SCALE:  po sHOWN T CHANT SINCERE CO.,LTD
2 |MINI FAKRA QUAD B JACK  [THERMOPLASTIC UL94V-0, GOLD PLATING 1 —TEL+886-28647:1251  WWW.COXOC.COM.TW
" DRAWN:  JASON_HUANG 02DEC2022 |TTE
1 |CABLE TWISTED PAIR, 26AWG*1P, AL+BRAID, OD: 3.8mm, JACKET: PVC, BLACK A/R MINI FAKRA QUAD B TYPE JACK TO PLUG CABLE
ITEM PART DESRIPTION Qry CHECKED: (IP RATING)
X1 NEW RELEASE 02DEC2022 APPROVED: PARTNO.  \WS6HZZ3A0LEXXX C
= SIZE SHEET REV. CODE: CUSTOMER:
ZONE REVISION DESCRIPTION DATE @£+ ‘ " 112 X1
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